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ii)Marine and Offshore metal deck surfaces.

Physical Data
Generic       : Solvent Cure Epoxy
Component : 3 
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Technical Data 
Thickness 5mm 15mm 
Pull of Strength (ASTM D4541 - 17), Mpa 9.2 10.5 

loading 
No Cracks Observe No Cracks Observe 

Weight loss,mg 
Wear Index in mg/1000cycles/1kg 

 
26.4 
26.4 

 
26.4 
26.4 

Flextural Strength (ASTM C348), Mpa 60.9 35.1 
Compressive Strength (ASTM C109), Mpa 29.6 29.6 

*all tested was done and performed by SIRIM QAS Sdn. Bhd. 

Typical Uses

Recommended Mixing Ratio

Mixed Properties

SDL 3300 is a solvent cured self leveling epoxy coating. It offers excellent adhesion to protect the surface from moisture 
penetration, corrosion protection, chemical resistant, and also good in withstand abrasion, impact and stress.

Impact Resistance (ASTM D2791-93) @20.5 Joule impact

Abrasion Resistance (ASTM D4060 - 10)

Coats                               : 1 to 2 coat

Dry Film Thickness         : 2mm to 40mm

 *  Use the  above  recommendations  only as a guide. Variations in the number of coats and /or dry film thickness may

the drying time and recoating  interval.

Theoretical Coverage     : Approx. 4.5kg/m2  @ 5mm

be necessary, depending upon service requirements.  Such variations will alter the spreading rate and may  influence

SDL 3300 is recommended for area :
i)Reinforced concrete floors.

Volume        : 100%

2 part resin (Part A) to 1 part hardener (Part B) and 1 part super light weight filler (Part C).

                                          Hard dry   - 4 hours @ 30 degree celcius
Drying Time                     : Touch dry  - 2 hours @ 35 degree celcius

Pot Life                            : 30min @ 30 degree celcius

Colors          : Original Filler Color
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Product Shelf Life is 2 years. 

Storage And Shelf Life

Safety Precautions
Before use        : Read instructions for use and precautionary labels on container.

During use        : Avoid contact with skin. Insure good ventilation during use and avoid inhalation of spray mist and
                            fumes.Wear suitable respiratory or face mask. Wear suitable eye protection. Avoid ingestion of paint. 

Storage             : Store away from heat and sources of ignition. Avoid prolonged exposure to vapors.

Disposal           : Follow local and national regulations. 

Spillage            : Remove all sources of ignition. Avoid prolonged exposure to vapors. Clean up with absorbent materials.
                           Ventilate area. Do not wash into drains. 

   

Emergency Treatment

For sales and ordering information call the Struktuz Energy Sdn. Bhd office at the numbers listed below :

NO 69-3 JALAN ANGGUN CITY 3, PUSAT KOMERSIAL ANGGUN CITY, TAMAN ANGGUN, 48000 RAWANG, SELANGOR DE

Important Note :

Eyes                  : Flush immediately with water. Seek medical advice.  

Skin                  : Remove contaminated clothing. Use a proprietary skin cleanser. Wash well with soap and water. 

Fire                   : Fight fire with foam or dry powder.  

Inhalation         : Remove into fresh air. Loosen collar and avoid excessive exertion.  

Ingestion          : Seek immediate medical advice. DO NOT induce vomiting.  

   

Metal or Deck surface that are to be apply must be clean and dry from dust, dirt, oil, grease, old rust and loose material. 
Light or abrasive sanding or blasting is recommended if needed up to standard 2.0.
The surfaces are then to be prime with epoxy primer prior to application SDL 3300 to ensure better adhesion. 

Health And Safety
See Health and Safety section in Data Manual.  Note should also be taken of all relevant legislation ruling in individual 
countries. Consult manufacturer’s
material safety data sheet (MSDS).

SESB product are warranty against defective materials.  Due to different substrate and working conditions, no guarantee 
of an application result or any liability claims.  The users are required to have a test ahead based on their intended use.

Ref   No: SESBDS0120
Rev : 01

TELEPHONE: 6012-323 1105

The product must be stored in a dry and well ventilated place.




